
Nr. 1 AHU-MOD.: CTA 120/b EXECUTION: OUTDOOR 

SELECTION SHEET 

Mod. 03-XX REV08 

UNI EN ISO 9001:2000 - Cert. 1937/2 
CE marked  A1 form PED guideline 
Cert. n° A1/10 2002 VE PP 23 

OFFER 
DATE 
CLIENT 
REFERENCE 
POSITION 

15235 IR 
21/10/2011 
LAMINOX LTD 
PHARMACEUTICAL 
FACTORY AHU  

1.2.9.08.10

OUT
IN

Supply 
67 74 80 87 87 92 88 90 

87 82 75 67 

IN 85 91 86 85 81 74 66 
OUT 66 73 79 86 86 91 87 89 

88 

89 86 92 86 
250 500 1k 2k 4k 8k 125 63 LwdB(A) Certified fan supplier laboratory 

Recovery 
Flow characteristic : Tested 
Noise characteristic : Standard 
Flow characteristic : Tested 
Noise characteristic : Tested 

MOTOR  4P Eff2 Std TECHNICAL COMPARTMENT 

- 
- 
- 
Filters H13 
Filters F9 
Filters G4 

65 Pl - Al – Mineral Wool 20880 
20880 

Accessories : 

Humidifier : 
Supply sound att. : 
Filters : 
Filters : 
Filters : 
Filters : 

92 
1619 
81,38 

11 
9,45 

11,35 
1250 
77 
350 

NTHZ560R 

92 
1609 
81,43 

11 
9,31 

11,35 
1231 
77 
700 

NTHZ560T1 

Lw dBA 
RPM 
% 
kW 
kW 
m/s 
Pa 
Pa 
Pa 

NOISE POWER 
RPM 
EFFICENCY 

ABSORBED POWER 
FAN SPEED 
TOTAL PRESS. 
INNER PD 
ESP 
BLADE TYPE 

RECOVERY SUPPLY 

mm 
65 mm 

Inner frame 

Alluminium frame with thermal break 

m³/h 
m³/h 
m³/h 

BY-PASS AIR FLOW 
RECOVERY AIR FLOW 
SUPLLY AIR FLOW 

Accessories : 

63 125 8k 4k 2k 1k 500 250 8k 4k 2k 1k 500 250 125 63 

Supply Fans 

Return Fans 

Supply 
Noise 

Return 
Noise 

Upstr
eamDown

strea

Upstre
am Down

strea

dBp(A) dBp(A) 
0 
0 0 0 0 0 0 0 0 

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 
0 0 0 0 0 0 0 0 

4000;H130;4000;0R90; 

RECOVERY TYPE 
AIR FLOW 
TEMPERATURES / AIR R.U. 

FRESH AIR EXHAUST AIR 
Eff. Pow. Dim.   BxHxL 

T.in /  R.U. T.out /  R.U. T.in /  R.U. T.out /  R.U. 
m³/h m³/h 

% kW mm - - - - 
- - 

- - - - 

COIL TYPE 
MATERIALS 
AIR FLOW 
FACE SPEED 
T/R.U. IN 
T/R.U. OUT 
PRESSURE DROP 
CAPACITY 
FLUID TYPE 
T. IN/OUT 
PRESSURE DROP 
QUANTITY (H2O) 
N OF ROWS 
TUBES PITCH 
FIN PITCH 
DIMENSIONS HxL 

m³/h 
m/s 
°C 
°C 
Pa 
kW 

°C 
KPa 
l/h 

mm 

DEPTH mm 2150 HEIGHT WEIGHT mm 2860 mm 120 Kg 3891 

Cu/Al 
20880 
2,42 

24,7°C - 46% 
12,8°C - 89% 

100 
99,12 

7 - 12 
17,8 

17048 
7 

60 x 16 
2,5 

1260 x 1900 

Cu/Al 
20880 
2,42 
12°C 
17°C 

11 
35,69 

80 - 70 
29,8 
3069 

1 
60 x 16 

2,5 
1260 x 1900 

- 
- 
- 
- 
- 
- 
- 

- 
- 
- 
- 
- 
- 
- 

- - 
- - 

- - 
- - 

- 
- 
- 

- 
- 
- 
- 
- 
- 
- - 

- 
- 
- 
- 
- 
- 

- 
- 
- 

Cooling Heating 

Water Water 

BASE 

Certified STANDARD STANDARD - - - 

Zoppellaro S.r.l.  - Via G.Galilei, 9 35020  CODEVIGO (PD) ITALY  - Tel. +39 049 5817700 
Fax +39 049 5817761 e-mail: zoppellaro@zoppellaro.com Page 1 of 2

Dimensions and weights are apprximate; HRW and Heat Pipe not included; filters included if selected 



 

Nr. 1 AHU-MOD.: CTA 114/a EXECUTION: OUTDOOR 

SELECTION SHEET 

Mod. 03-XX REV08 

UNI EN ISO 9001:2000 - Cert. 1937/2 
CE marked  A1 form PED guideline 
Cert. n° A1/10 2002 VE PP 23 

OFFER 
DATE 
CLIENT 
REFERENCE 
POSITION 

15235 IR 
21/10/2011 
LAMINOX LTD 
 PHARMACEUTICAL 
AHU 

1.2.9.08.10

OUT
IN

Supply 
67 75 81 86 86 90 85 84 

88 80 74 68 

IN 81 91 86 81 78 72 66 
OUT 65 73 79 84 84 88 83 82 

82 

84 83 93 83 
250 500 1k 2k 4k 8k 125 63 LwdB(A) Certified fan supplier laboratory 

Recovery 
Flow characteristic : Tested 
Noise characteristic : Standard 
Flow characteristic : Tested 
Noise characteristic : Tested 

MOTOR  4P Eff2 Std TECHNICAL COMPARTMENT 

- 
- 
- 
Filters H13 
Filters F9 
Filters G4 

65 Pl - Al - Iniettato Lana di roccia 14760 
14760 

Accessories : 

Humidifier : 
Supply sound att. : 
Filters : 
Filters : 
Filters : 
Filters : 

90 
1765 
82,04 

11 
6,55 

10,07 
1250 
61 
350 

NTHZ500T1 

90 
1765 
82,04 

11 
6,55 

10,07 
1251 
61 
700 

NTHZ500T1 

Lw dBA 
RPM 
% 
kW 
kW 
m/s 
Pa 
Pa 
Pa 

NOISE POWER 
RPM 
EFFICENCY 

ABSORBED POWER 
FAN SPEED 
TOTAL PRESS. 
INNER PD 
ESP 
BLADE TYPE 

RECOVERY SUPPLY 

mm 
65 mm 

Inner frame 

Alluminium frame with thermal break 

m³/h 
m³/h 
m³/h 

BY-PASS AIR FLOW 
RECOVERY AIR FLOW 
SUPLLY AIR FLOW 

Accessories : 

63 125 8k 4k 2k 1k 500 250 8k 4k 2k 1k 500 250 125 63 

Supply Fans 

Return Fans 

Supply 
Noise 

Return 
Noise 

Upstr
eamDown

strea

Upstre
am Down

strea

dBp(A) dBp(A) 
0 
0 0 0 0 0 0 0 0 

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 
0 0 0 0 0 0 0 0 

4000;H130;4000;0R90; 

RECOVERY TYPE 
AIR FLOW 
TEMPERATURES / AIR R.U. 

FRESH AIR EXHAUST AIR 
Eff. Pow. Dim.   BxHxL 

T.in /  R.U. T.out /  R.U. T.in /  R.U. T.out /  R.U. 
m³/h m³/h 

% kW mm - - - - 
- - 

- - - - 

COIL TYPE 
MATERIALS 
AIR FLOW 
FACE SPEED 
T/R.U. IN 
T/R.U. OUT 
PRESSURE DROP 
CAPACITY 
FLUID TYPE 
T. IN/OUT 
PRESSURE DROP 
QUANTITY (H2O) 
N OF ROWS 
TUBES PITCH 
FIN PITCH 
DIMENSIONS HxL 

m³/h 
m/s 
°C 
°C 
Pa 
kW 

°C 
KPa 
l/h 

mm 

DEPTH mm 1690 HEIGHT WEIGHT mm 2500 mm 120 Kg 2760 

Cu/Al 
14760 
2,64 

24,7°C - 46% 
12,8°C - 88% 

118 
71,41 

7 - 12 
20,9 

12282 
7 

60 x 16 
2,5 

1080 x 1440 

Cu/Al 
14760 
2,64 
12°C 
17°C 

13 
25,2 

80 - 70 
12,7 
2170 

1 
60 x 16 

2,5 
1080 x 1440 

- 
- 
- 
- 
- 
- 
- 

- 
- 
- 
- 
- 
- 
- 

- - 
- - 

- - 
- - 

- 
- 
- 

- 
- 
- 
- 
- 
- 
- - 

- 
- 
- 
- 
- 
- 

- 
- 
- 

Cooling Heating 

Water Water 

BASE 

Certified STANDARD STANDARD - - - 

Zoppellaro S.r.l.  - Via G.Galilei, 9 35020  CODEVIGO (PD) ITALY  - Tel. +39 049 5817700 
Fax +39 049 5817761 e-mail: zoppellaro@zoppellaro.com Page 2 of 2

Dimensions and weights are apprximate; HRW and Heat Pipe not included; filters included if selected 


