
PFA/4 - PFA/5 panels have a high fi ltration effi ciency, limited pressure 

drop and high dust holding capacity.

They are fi tted with a humidity-proof, punched cardboard frame; the fi lter 

medium is a blend of synthetic and cotton fi bers, pleated and held into 

position by stretched aluminum grids. The medium is fi xed to the frame 

through a very strong anti-aging glue.

PFA/4 - PFA/5 panels come with two different frame thickness: 48 and 

98 mm, which have pressure drop levels between 80 and 120 Pa, 

according to the models. 

The pleated panels offer a fi ltration surface which is double or three times 

the fl at panels of the same size. Thanks to their high fi ltration effi ciency, 

strong construction, high dust holding capacity and high manufacturing 

quality these fi lters are widely used in conditioning and ventilation plants. 

They offer a long operating life with very low fan energy consumption 

levels. 

PFA/4 - PFA/5 panels are disposable fi lters and must be eliminated at the 

end of their operative life. 

Technical features

Product PFA/4 PFA/5

EN 779 classifi cation G4 F5

EUROVENT classifi cation EU 4 EU 5

Suggested fi nal pressure drop 200 Pa 200 Pa

Maximum pressure drop 250 Pa 250 Pa

Maximum operating temperature 70 °C 70 °C

Pleated Filter medium synthetic/cotton synthetic/cotton

Type Dimensions 
(mm)

Nominal 
air fl ow rate Q

Filtering 
surface

Initial
pressure drop

PFA/4

A B C m3/h m3/s x 10-3* m2 Pa €

PFA/4 290 592 48 1400 389 0,6 80 ✔

PFA/4 400 500 48 1650 458 0,6 80 ✔

PFA/4 400 625 48 2100 583 0,7 80 ✔

PFA/4 500 500 48 2100 583 0,7 80 ✔

PFA/4 500 625 48 2600 722 0,9 80 ✔

PFA/4 592 592 48 3000 833 1,1 80 ✔

PFA/4 290 592 98 2000 556 1 120

PFA/4 400 500 98 2300 639 1,1 120

PFA/4 400 625 98 2900 806 1,3 120

PFA/4 500 500 98 2900 806 1,3 120

PFA/4 500 625 98 3700 1028 1,7 120

PFA/4 592 592 98 4200 1167 1,9 120

PFA/5 €

PFA/5 290 592 48 1400 389 0,6 100

PFA/5 400 500 48 1650 458 0,6 100

PFA/5 400 625 48 2100 583 0,7 100

PFA/5 500 500 48 2100 583 0,7 100

PFA/5 500 625 48 2600 722 0,9 100

PFA/5 592 592 48 3000 833 1,1 100

✔ Product ready in Stock  /  *1 m3/s x 10-3 = 1 l/s

Typical curves Technical draft
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Prices on request

GAMMA series - high arrestance disposable fi lter panels

PFA/4 - PFA/5


