
PFO/E - PFO/S - PFO/H pleated fi lters have good fi ltration effi ciency 

levels for average size particles and high holding capacities, besides 

having a robust construction. The synthetic fi ber medium is positioned in 

a pleated way to offer a larger fi ltration surface, compared to fl at panel fi l-

ters with the same size. The pleated medium furthermore assure a higher 

dust holding capacity. The frame is in galvanized steel sheet and it is held 

between two electrically welded galvanized steel holding grids. Pressure 

varies according to the type of fi lter and the thickness. The regenerable 

medium allows you to use the fi lters for a long time, thus reducing mana-

gement costs. 

Typical curves Technical draft

Thickness 48 mm

Technical features

Product PFO/E PFO/S PFO/H

EN 779 classifi cation G3 G4 G4

EUROVENT classifi cation EU 3 EU 4 EU 4

Suggested fi nal pressure drop 200 Pa 200 Pa 200 Pa

Maximum pressure drop 250 Pa 250 Pa 250 Pa

Maximum operating temperature 90 °C 90 °C 90 °C

Maximum relative humidity 100% 100% 100%

Synthetic fi ber fi lter medium SF 200 SF 270 SF 450

ATEX version on request ● ● ●

Type Dimensions (mm) Nominal air fl ow rate Q Filtering 
surface

Initial pressure drop Pa PFO/E PFO/S PFH

PFO A B C m3/h m3/s x 10-3* m2 PFO/E PFO/S PFO/H € € €

E / S / H 290 592 48 1400 389 0,32 50 70 90 ✔

E / S / H 400 400 48 1350 175 0,30 50 70 90 ✔ -

E / S / H 400 500 48 1650 458 0,38 50 70 90 ✔

E / S / H 400 625 48 2100 583 0,47 50 70 90 ✔

E / S / H 500 500 48 2100 583 0,47 50 70 90 ✔

E / S / H 500 625 48 2600 722 0,58 50 70 90 ✔

E / S / H 490 592 48 2400 667 0,53 50 70 90 ✔ -

E / S / H 592 592 48 3000 833 0,66 50 70 90 ✔

E / S / H 610 610 48 3100 861 0,68 50 70 90 ✔ -

E / S / H 290 592 98 2000 555 0,51 60 90 110 ✔

E / S / H 400 400 98 1850 513 0,48 60 90 110 -

E / S / H 400 500 98 2300 639 0,60 60 90 110 ✔

E / S / H 400 625 98 2900 805 0,75 60 90 110 ✔

E / S / H 500 500 98 3700 1028 0,93 60 90 110 ✔

E / S / H 500 625 98 3700 1028 0,93 60 90 110 ✔

E / S / H 490 592 98 3330 925 0,87 60 90 110 -

E / S / H 592 592 98 4200 1166 1,05 60 90 110 ✔

✔ Product ready in Stock  /  *1 m3/s x 10-3 = 1 l/s

Air velocity m/s
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Dust holding capacity g/m2
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Filtration

Prices on request

GAMMA series - pleated synthetic fi lter panels

PFO/E - PFO/S - PFO/H


