Glass fiber bag filters Filtration SagiCofim

Filtra-Pak V

Technical features

Product P5V P6V P8V POV
EN 779 classification F5 F6 F7 F8
EUROVENT classification EU5 EU 6 EU 7 EU 8
Suggested final pressure drop 200 Pa 200 Pa 200 Pa 300 Pa
Maximum pressure drop 450 Pa 450 Pa 450 Pa 450 Pa
Maximum operating temperature 80 °C 80 °C 80 °C 80 °C
Maximum relative humidity 100 % 100 % 100 % 100 %

The Filtra-Pak V pocket filters series covers a very wide performance ran-
ge and meets the requirements of numerous civil and industrial facilities.
These filters have medium and high efficiency rates, with limited pressure
drops. This means fan energy consumption is limited.

The filter media are made of glass fiber, self-extinguishing non-woven
textile, progressively structured, coupled with a support sheet on the

air outlet side that reinforces and protects the structure. The medium is
applied on a galvanized steel sheet frame that can be opened to remove
the bags at the end of its operative life for a proper disposal.

The Filtra-Pak V filter is very strong, it has a high dust holding capacity
and assures a long operating life.

Type Bags Dimensions (mm) Nominal air flow rate Q Filtering Initial pressure drop Pa P5V Pé6Vv
surface

P5V - P6V n° A B C m3/h m3/s x 10 m? P5V P6V & =
2-21/6 6 592 592 535 2000 555 4,0 45 50
3-21/5 5 490 592 535 1700 472 3,3 45 50
1-21/3 3 287 592 535 1000 278 2,0 45 50
2-21/8 8 592 592 535 2550 708 5,4 50 55
3-21/6 6 490 592 535 2250 625 4,7 50 55
1-21/4 4 287 592 535 1275 354 2,7 50 59
2-25/6 6 592 592 635 3000 833 4,8 55 60
3-25/5 5 490 592 635 2500 694 4,0 55 60
1-25/83 3 287 592 635 1500 417 2,4 55 60
2-25/8 8 592 592 635 3400 944 6,4 60 65
3-25/6 6 490 592 635 4250 833 5,7 60 65
1-25/4 4 287 592 635 3700 472 3,2 60 65
2-30/6 6 592 592 735 3000 833 515) 45 50
3-30/5 5] 490 592 735 2500 694 4,6 45 50
1-30/3 3 287 592 735 1500 417 2,8 45 50
2-30/8 8 592 592 735 3400 944 7,4 50 655
3-30/6 6 490 592 735 3000 833 6,4 50 55
1-30/4 4 287 592 735 1700 472 3,7 50 5
2-36/6 6 592 592 915 3400 944 7,0 55 60
3-36/5 5 490 592 915 2850 792 5,8 55 60
1-36/3 3 287 592 915 1700 472 3Y5) 55 60
2-36/8 8 592 592 915 4250 1180 9,3 60 65
3-36/6 6 490 592 915 3700 1028 8,1 60 65
1-36/4 4 287 592 915 2125 590 4,6 60 65

v Product ready in Stock / *1 m3%/sx 1028 =11/s
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Glass fiber bag filters Filtration SagiCofim

Filtra-Pak V

Technical draft

m ‘

Type Bags Dimensions (mm) Nominal air flow rate Q Filtering Initial pressure drop Pa P8V POV
surface

P8V - POV n° A B C m3/h m¥sx10%  m?2 P8V POV &l €}
2-21/8 8 590 592 535 550 708 5,4 90 110
3-21/6 6 490 592 535 2000 555 4,0 90 110
1-21/4 4 287 592 535 1275 354 2,7 90 110
2-21/10 10 590 592 535 3400 944 6,7 100 130
3-21/8 8 490 592 535 2550 708 5,4 100 130
1-21/5 5 287 592 535 1700 472 3,3 100 130
2-25/8 8 590 592 635 3400 944 6,4 110 140
3-25/6 6 490 592 635 2500 708 4,8 110 140
1-25/4 4 287 592 635 1700 472 3,2 110 140
2-25/10 10 590 592 635 4250 1180 8,0 130 170
3-25/8 8 490 592 635 3400 944 6,4 130 170
1-25/5 5 287 592 635 2125 590 4,0 130 170
2-30/8 8 590 592 735 3400 944 7.4 100 130
3-30/6 6 490 592 735 2550 708 515 100 130
1-30/4 4 287 592 735 1700 472 3,7 100 130
2-30/10 10 590 592 735 4250 1180 9,3 110 150
3-30/8 8 490 592 735 3400 944 7,4 110 150
1-30/5 5 287 592 735 2125 590 4,6 110 150
2-36/8 8 590 592 915 4250 1180 9,2 110 150
3-36/6 6 490 592 915 3400 944 6,9 110 150
1-36/4 4 287 592 915 2125 590 4,6 110 150
2-36/10 10 590 592 915 5100 1420 11,5 140 180
3-36/8 8 490 592 915 4250 1180 9,3 140 180
1-36/5 5 287 592 915 2550 708 5,8 140 180

v Product ready in Stock / *1 m3/sx 108 =11/s
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